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PREFACE 


Perhaps the most difficult problem in the design of 
microwave transmission systems is that of maintaining a low 
voltage standing wave ratio over wide frequency bandwidths. 
The solution of this problem becomes more and more critical 
as the power levels at which such systems operate are ine 
creased, due largely to the adverse effects of the reflect- 
ed power on the microwave generator, 

The availability of a reliable and practical automatic 
impedance matching system would reduce the difficulty of 
solving this design problem significantly by increasing the 
maximum allowable voltage standing wave ratio of each com- 
ponent of the transmission systen. 

This paper presents qualitative and mthematical anale 
yses of an automatic impedance matching system which is fund- 
amentally unrestricted in power level and is capable of 
matching values of load voltage standing wave ratio muoh 
larger than are usually encountered in microwave transmis- 
sion systems. The system proposed and analysed is inher- 
ently adaptable to any type of microwave or ultra-high-fre- 
quency transmission system and is specifically not restrict- 
ed to use in waveguide systems, although the system which 
has been constructed and tested is a waveguide system. 

In addition, this paper presents experimental evidence 


in support of the analyses and, briefly, the development of 


ig 





an automatic impedance matching system for use in a waveguide 
transmission system operating at X-band frequencies. 

The experimental work preceeding the preparation of 
this paper and the development of the X-band impedance match- 
ing system, which is known as the Susceptance Probe Tuner, 
were done in the Research Laboratory of the Dalmo Victor 
Company, San Carlos, California, during the author's indust- 
rial experience tour of 3 January 1955 to 18 March 1955. The 
author is particularly indebted to Mr. Glenn A. Walters, Di- 
rector of the Dalmo Victor Research Laboratory, and to Mr. 
Robert R. Johnson, head of the Research Laboratory Circuit 
Design Section, for their interest and assistance in the de- 
velopment of the Susceptance Probe Tuner. The assistance 
and cooperation of the personnel of the Dalmo Victor Research 


Laboratory are gratefully acknowledged. 
Joseph E. Fenwick 


MONTEREY, CALIFORNIA 
June, 1955 
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CHAriIon I 
INTRODUCTION 


1. Definition of the term "match", 

The term "match" has been used in two different senses, 
both applicable to systems including transmission lines; and 
it is necessary to differentiate between these two senses 
and to define the type of match to be effected by the auto- 
matic system. 

In one sense, the term "match” is associated with a 
transmission line so terminated that no reflection takes 
place at the termination; this requires that the admittance 
of the termination be equal to the characteristic admittance 
of the transmission line. This condition might better be 
described by the use of the term "equal match", 

In a different sense, the term "match" is associated 
with maximum transfer of power from a generator to the ad- 
mittance at the generator terminals; this requires that the 
admittance seen at the generator terminals be the complex 
conjugate of the internal admittance of the generator. This 
condition might better be described by the use of the term 
"conjugate match", 

In a system utilizing transmission lines which are an 
appreciable part of a wavelength long, it is desirable that 
there be no standing waves on the transmission line; that is, 
that there be no reflection at the terminating admittance. 


Such a condition insures that all the power being transmit- 





ted by the transmission line is delivered to the load and 
also insures that the voltage across the transmission line 
will not approach the breakdown value at any point along the 
line (unless, of course, the input power level is too high). 
Thus it is apparent that at the termination of the transmis- 
sion line, an "equal match" is desired, since only this type 
of match will eliminate reflection at the terminating admit-— 
tance. 

On the other hand, at the input terminals of the trans- 
mission line (which are the output terminals of the generator), 
maximum transfer of power from the generator to the trans- 
mission line is desired. At the input terminals, then, the 
"conjugate match" is desired. 

If the transmission line is lossless, its characteristic 
admittance is real, and the two senses of the term "match" 
become identical, since the conjugate of a real number is 
identically equal to the number itself. Thus in a system 
in which the transmission line is assumed to be lossless, 
both the terminating admittance and the internal admittance 
of the generator should be equal to the characteristic admit- 
tance of the transmission line. It is the usual practice to 
consider the transmission line lossless for purposes of de- 
Sign. The loss may then be taken into consideration after 
design of the system; that is, the loss of the transmission 
line is considered to be important only in its effect on the 


attenuation of the signal, and not in its effect on the char- 





acteristic admittance of the line, 

Most microwave generators have included in the body of 
the generator a matching transformer, such as the matching 
iris used in a magnetron, to provide the required transform- 
ation from the internal admittance of the generator to the 
characteristic admittance of the transmission line. It is 
then the purpose of the designer of the transmission system 
to provide the “equal match" at the termination of the trans- 
mission line. 

It is apparent then that if the automatic matching device 
is to be used to match the load to the transmission line; that 
is, to eliminate standing waves on the transmission line, the 
device is concerned with the "equal match" defined above. The 
function of the automatic impedance matching system is to proe 
vide an admittance equal to the characteristic admittance of 
the transmission line at some point between the load admite 
tance and the generator. 
2e The need for an automatic matching system. 

It is generally desirable that a generator of micro- 
wave signals operate into a matched load. This is particu- 
larly true of the magnetrons which are used in most of the 
present day moderate and high powered systems, The magnetron 
is characterized by high sensitivity to changes in load ad- 
mittance. Small variations in load admittance may result in 
Significant changes in frequency of oscillation and may cause 


instability in some ranges of load admittance. Indeed, the 





importance of the Reike diagram and the necessity for its 
use in microwave design are due to this sensitivity of the 
magnetron to variations in load admittance. The effects of 
variation in load admittance can be eliminated, however, by 
providing a matching device in the transmission system to 
transform the admittance seen at that point in the trans- 
mission system to the characteristic admittance of the trans~ 
mission line. If this device were able to follow the var- 
lations of load admittance caused by rotating devices, etc., 
the magnetron would always see as its terminating admittance 
the characteristic admittance of the transmission line. 

In moderate and high powered systems using magnetron os- 
cillators there is a4 more serious result of an unmatched load: 
The power reflected from the load to the magnetron may cause 
burnout of such components as matching irises, thus leading 
to failure of the entire system. Again, the provision for an 
automatic equal match would eliminate this cause of failure 
by eliminating the reflected power. : 

In many applications the ability to change rapidly the 
frequency of operation of a system would be desirable. But 
while tunable magnetrons are available, changing the frequen- 
cy of the system by a significant amount usually also entails 
retuning (manually) many other components in the system in 
order to maintain the voltage standing wave ratio (VSWR) with- 
in allowable limits, since many of the components in the trans- 


mission system are frequency sensitive. Among these frequen- 





cy sensitive components are rotating joints, choke joints, and 
the radiating element which constitutes the terminating load, 
The bandwidths over which these components have an acceptably 
low VSWR are sometimes quite narrow, and may be increased 

only by costly and time-consuming development. Again the 

use of an automatic matching device would permit relatively 
large changes in the frequency of operation, since the values 
of VSWR introduced by the frequency sensitive components would 
be "matched out" by the matching device, 

Thus it is apparent that the incorporation of an autoe 
matic matching system would ease the design requirements of 
many components, facilitate rapid frequency changes of relate 
ively large magnitude, provide more stable frequency of oscil- 
lation and power output from the magnetron, and protect the 
magnetron from excessive amounts of reflected power; and would 
therefore provide more efficient operation of the entire syse 
tem. : 

De Desirable matching system characteristics, 
The requirements which an automatic matching system 
should meet are: 
(a) Provide a very low VSWR even when the load reflec- 
tion coefficient is moderately high, say 0.6, correspond- 
ing to a load VSWR of 4.0. 
(bo) Operate with sufficient speed to follow such load 
variations as are introduced by rotating joints ina 


search radar, 








(c) Cause little attenuation in the desired transmis- 

Sion direction; that is, have low loss, 

(d) Maintain the above characteristics over a relative- 

ly broad frequency band, 
ca Selection of a general type of matching device. 

Several manually operated matching devices are in usSe, 
both in operating systems and in the laboratory. These in- 
clude: 

(a) Single movable shunt susceptance, 

(b) double fixed position shunt susceptances, and 

(c) triple fixed position shunt’ susceptances. 

These devices may also be made up in series form, although 
this is usually not the case due to the difficulty of ad- 
justment of the series forms. In different types of trans- 
mission lines these devices take different forms. For ex- 
ample, in parallel wire transmission lines, these types may 
be made up of one or more stubs with either open or short 
circuit terminations; in waveguide, they may be made up of 
one or more capacitive or inductive screws, or one or more 
Short circuited E-plane or H-plane shunt arms. 

An ideal single movable shunt susceptance is capable 
of matching any load. The required adjustments are two: The 
electrical position of the Shunt and the value of the shunt 
susceptance. It is frequency sensitive in that the required 
physical position to match a given load changes as the frequency 


changes. The value of susceptance required to match a given 


v« 





load is not frequency sensitive, although the method used 

to obtain this value of susceptance normally introduces 
frequency sensitivity. For example, the parallel wire trans- 
mission line shunt stud, in which the length of stub which 
produces a given -value of susceptance is a function of the 
frequency of operation. 

The double fixed position shunt susceptances are capable 
of matching only a certain range of values of load admittance, 
this range of values being determined by the electrical spac- 
ing of the two shunts. The two required adjustments are the 
values of the two shunt susceptances. The range of admittances 
which can be matched is a function of frequency, since the 
electrical separation of the two shunts is a function of freq- 
uency; and the device is also frequency sensitive in the same 
manner as the single shunt susceptance with respect to the val- 
ues of susceptances required to match a given load at different 
frequencies. — 

An ideal triple shunt susceptance is capable of matche 
ing any load, but three adjustments are required: The values 
of the three shunt susceptances. These adjustments are inter- 
related to a degree which makes even manual adjustment dif- 
ficult, 

In view of the characteristics of the basic types of 
matching devices, the single movable shunt susceptance seems 
most easily adapted to an onatvs matching system, because 


it is capable of matching any load and requires only two ad- 





justments,. In a parallel wire transmission line this type 
takes the form of a single movable shunt stub of variable 
length with either an open or a short circuit termination, 
Since a true open circuit termination is impossible to achieve, 
the short circuit termination is normally used. Adjustment 
of the length of this stub by varying the position of the 
short adjusts the value of the susceptance. In waveguide 
transmission systems, this type usually takes the form of 

a capacitive or inductive probe of variable position and 
depth of penetration into the waveguide; but may also take 
the form of a short circuited E-plane or H-plane shunt arm 
of variable length and variable electrical position. In 
the case of the shunt arms, the position is usually varied 
by the use of a variable phase shifter between the load and 


the shunt arm. 





CHAPTER II 
THE SCHEME OF OPERATION 


1. The admittance characteristics of a transmission line. 

The input admittance of a transmission line of arbitrary 
length and terminated in an arbitrary value of load admittance 
depends on the electrical length of line between the input 
and the termination and on the value of the terminating ade 
mittance, and is periodic; that is, admittance values are re- 
peated each half wavelength along the line. If the termin- 
ating admittance is equal to the characteristic admittance 
of the line, the input admittance of the line is equal to 
the characteristic admittance of the line and is independent 
of the length of the line, there is no reflection from the 
termination, and there is no standing wave on the line, If 
the terminating admittance is not equal to the characteristic 
admittance of the line there is a reflection at the termin- 
ation, a standing wave exists on the line, and the input ad- 
mittance is dependent on the length of the line and the value 
of the terminating admittance. This latter case is the mis- 
matched case with which the matching system must deal. 

Within each half wavelength along the mismatched line 
there are two points at which the input conductance is equal 
to the conductance component of the characteristic admittance 
of the line. It will be assumed that the transmission line 


is lossless. Therefore, the characteristic admittance of the 











line is real, and at the aforementioned points the input cone 
ductance of the line is equal to the characteristic admittance 
of the line. At these points the magnitude of the input sus- 
ceptance depends on the magnitude of the load reflection 
coefficient, and is positive at one of the points and nega- 
tive at the other. If at either of these points a susceptance 
equal in magnitude and opposite in sign to the input suscep- 
tance of the line is placed in parallel with the line, the 
total input admittance at this point becomes equal to the 
characteristic admittance of the line and no reflection will 
take place at this point. Then the line is matched at this 
point and there will be no standing wave along the line at 
distances from the load greater than that at which the shunt 
Susceptance has been placed, although a standing wave still 
exists between the shunt susceptance and the load, 

As described above, there are two points within each 
half wavelength of the mismatched line at which a match may 
be attained. At one of these points a positive shunt suse 
ceptance will be required, and at the other, a negative 
shunt susceptance will be required. Since a match may be 
attained at either of these two points, the device used to 
provide the shunt susceptance need not be capable of all 
values of susceptance, but rather either all positive values 
of susceptance or all negative values of susceptance. [It 
will be shown later that in the practical case where the 


magnitude of the load reflection coefficient may be somewhat 
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restricted in an actual system, the normalized magnitude of 
the shunt susceptance will range from zero to, say, two. 
Normalized admittances will be used throughout this paper 
for simplicity. 

2e The single movable shunt susceptance tuner. 

In Chapter I, the single movable shunt susceptance was 
chosen for use in the automatic matching system because of 
its desirable characteristic of having only two required ad- 
justments and its capability of matching any load. The ad- 
mittance characteristics of this device should be more fully 
examined. 

If a section of lossless transmission line is terminated 
in either an open circuit or a short circuit, the input ad- 
mittance has the following characteristics: 

(a) The conductance component is zero regardless of the 
length of the section of line, and 

(b) the susceptance component takes on all values of 
susceptance from minus infinity to plus infinity and is 
a function of the length of the section of line. 

Since a true open circuit termination is impossible to 
attain, the short circuit termination is usually used. Figure 
l shows the input susceptance, as a function of electrical 
length of line, of a section of transmission line terminated 
in a short circuit. The input conductance is always zero 
Since the line is assumed to be lossless. The input suscep- 


tance is negative and infinite at a length of zero (this 
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might be taken as an infinite conductance), is negative for 
lengths between zero and one quarter wavelength, is zero at 

a length of exactly one quarter wavelenrth, is positive for 
lengths between one quarter wavelength and one half wavelength, 
and is positive and infinite at a length of exactly one half 
wavelength (this again might be taken as an infinite conduct-— 
ance). Thus as the electrical length is varied from zero to 
one half wavelength, all values of susceptance are provided 

at the input of the short circuited section of line. 

5. Matching a line with the single shunt susceptance, 

The following description of the use of the single shunt 
susceptance tuner points out the method of determining the 
stub position and the value Re the stub susceptance, 

The value of the terminating admittance is determined 
by one of the several available methods of measurement. Then, 
using a Smith Chart or other circle diagram, the electrical 
positions on the transmission line at which the input cone 
ductance is unity are determined. The magnitude of the input 
susceptance is the Same at each of these points, and is neg- 
ative at one and positive at the other. If the point at which 
the input susceptance is negative is chosen for the stub pos- 
ition, then the stub susceptance must be positive and equal 
in magnitude to the line input susceptance. The length of a 
Shorted stub which provides this value of shunt susceptance 
may then be determined from a graph such as Fieure l, or by 
use of the Smith Chart. If the point at which the line input 
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susceptance is positive is chosen for the stub position, then 
the stub susceptance must be negative and equal in magnitude 
to the line input susceptance,. 

The required position of the stub and the required value 
of its susceptance may also be computed from admittance trans- 
formation formulae derived in Chapter IV, but such computa- 
tions are laborious. 

If the magnitude of the reflected wave can be observed, 
(perhaps by the use of a directional coupler and meter), the 
stub position and length can be correctly set quite easily 
by alternately adjusting the position and length of the stub 
to successively minimize the magnitude of the reflected wave. 
Although these adjustments are not independent, they are si- 
multaneously convergent; that is, successive adjustment of 
the position and length alternately will ultimately lead to 
the matched condition; minimizing the reflected wave by mak- 
ing one adjustment does not introduce a false error indication 
in the other adjustment. It is this simultaneous convergence 
which makes the stub easily adapted to automatic operation. 
4. The development of signals - introduction. 

It was pointed out above that the stub might be correct- 
ly positioned and adjusted in length by observing the mag- 
nitude of the reflected wave. In making adjustments in this 
manner, directional sense is provided by the meter and obs- 
erver; that is, the observer makes an adjustment and observes 


whether a reduction in the magnitude of the reflected wave 
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results. If a reduction takes place, the observer continues 
the adjustment in the same direction until a minimum is 
reached; if a reduction does not result, the observer reverses 
the direction of adjustment and adjusts for a minimum. This 
implies that the reflected wave may be used to generate sif- 
Potemeor Use in servo loops controlling the position and 
length of the stub. However, if the initial motions are to 

be in the correct direction to provide a match, some means of 
providing immediate directional sense must be included. 

In the discussion of the manual adjustment of the tuner, 
it was pointed out that a directional coupler and meter can 
be used to adjust the tuner to match by observing the magni- 
tude of the reflected wave. The marnitude of the reflected 
wave is simply its amplitude and is detected by some sort of 
rectifying device such as a crystal detector. Since the am- 
plitude of the reflected wave plays an essential role in the 
manual adjustment of the tuner, it seems desirable to examine 
the variations which take place in the amplitude of the re- 
flected wave as the stub is adjusted from the position of 
match to positions of mismatch on either side of the position 
of match; aul Ge the stub susceptance is adjusted from the 
value of match to values greater than, and less than, the 
value of match. If this is done in a qualitative manner, 
the variations which take place are intuitively apparent. 

Consider the system shown in Figure 2, consisting of 


a transmission line, a load admittance not equal to the char- 
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acteristic admittance of the transmission line, and a single 
movable tuning stub. The position of match is designated by 
M and the match value of the stub susceptance is desirnated 


Dy abe 
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Figure 2. 


The Transmission System 
Se The development of position signals, 

Consider, as the first case, that the stub is at the 
position of match and that the stub susceptance has the value 
of match; and examine the effects of the position of the stub. 
Under the conditions specified above, the amplitude of the 
reflected wave is zero, since the conditions for a match at 
the stub position are met. If the stub is moved a short dis- 
tance in either direction from the position of match, the ame 
plitude of the reflected wave will increase, If the stub is 
moved alternately a Short distance, say 0O.O5A, (where A is the 
wavelength alongs the transmission line) to either side of the 
position of ae with simple narmonic motion of angular 
frequency W,, the reflected wave will be amplitude modulated 


at an angular frequency cut, passing through zero each time 
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the stub passes through the position of match, and reaching 

a 7 amplitude at the maximum excursions of the stub 
from the position of match. The resulting variation in am- 
plitude of the reflected wave as a function of wt (where t 
represents time) is shown in Figure 3. It is assumeé that 
the stub starts from the position of match and moves initial- 
ly toward the load. The exact shape of the waveform of Fig- 
ure 5 is not yet determined; it is assumed to be a rectified 
Sine wave. 

As the second case, consider that the stub susceptance 
still has the value of match, but that the stub position is 
a short distance toward the load from the position of match. 
Assume that the stub position is that of point A in Figure 
2, 0.10X from the position of match toward the load. Under 
these conditions the amplitude of the reflected wave is not 
zero. If the stub is moved away from the position of match; 
that is, toward the load, the amplitude of the reflected 
wave is increased. If the stub is moved toward the position 
of match; that is, toward the generator, the amplitude of 
the reflected wave is decreased. If the stub is moved alter- 
nately toward the load and toward the generator with simple 
harmonic motion about point A with angular frequency W,, and 
again with maximum excursion of 0.05A, the resulting varia- 
tion in the amplitude of the reflected wave will be as shown 
in Figure 4, Note that in this case the stub starts from 


point A of Figure 2, and again moves initially toward the 
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Amplitude Variations of the Reflected Wave 
Due to Position Modulation 





© 0 
a3 
ppl 
OS ot 
OB 
ee 
O 
5 T 3 aT Ut 
Figure 3 Match Conditions 
3  —_ . ms 3 = ae eee 
e¢ 
Pe2 a a! 
OS ort 
® 
ae 4 
a) 
° T 37 “OG 
7) WT 2 Lh an 


Figure 4 Match Susceptance; Stub Position Toward Load 


3 
oO 
ae) 
ae: 
2 a “a — 
oo 
On 

oO 

° a iT 37 aT Wmt 

2 2 
Figure 5 


Match Susceptance; Stub Position Toward Generator 
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load. The exact shape of the waveform of Figure 4 has not 
yet been determined; it is assumed to be sinusoidal. 

As the third case, consider that the stub susceptance 
again has the value of match, but that the stub position 
is a Short distance toward the generator from the position 
of match. Assume that the stub position is that of point 
B in Figure 2, 0.10X from the position of match toward the 
generator. Under these conditions the amplitude of the re- 
flected wave is again not zero. If the stub is moved toward 
the position of match; that is, toward the load, the ampli- 
tude of the reflected wave is decreased. If the stub is 
moved away from the position of match; that is, toward the 
generator, the amplitude of the reflected wave is increased. 
If the stub is moved alternately toward the load and toward 
the generator with simple harmonic motion about point B with 
angular frequency W,, and again with maximum excursion of 
0.05A, the resulting variation in the amplitude of the re- 
flected wave will be as shown in Figure 5. Note that in this 
case the stub starts from point B of Figure 2, and again 
moves initially toward the load. The exact shape of the 
waveform of Figure 5 has not yet been determined; it is as- 
sumed to be sinusoidal. 

Now examine the waveforms of Figures 3, 4, and 5. Note 
that in each case the initial motion of the stub has been 
toward the load, and in each case the angular frequency of 


the simple harmonic motion of the stub has been WW, which 
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will be termed the modulation frequency. Note that when the 
initial position of the stub is on the load side of the match 
position (point A of Figure 2) the variation of the amplitude 
of the reflected wave is a sine wave of angular frequency W,, 
and zero phase angle (Figure 4). Note that when the initial 
position of the stub is on the generator side of the match 
position (point B of Figure 2) the variation of the amplitude 
of the reflected wave is a sine wave of angular frequency Wy 
and 180 degree phase angle (Figure 5). Note that when the 
initial position of the stub is the match position (point IM 
of Figure 2) the variation of the amplitude of the reflected 
wave occurs not at the modulation frequency, W, but at twice 
the modulation frequency (Figure 3). 

Now if the stub position can be continuously varied with 
simple harmonic motion at the modulation frequency, it is ap- 
parent that the reflected wave will be continuously amplitude 
modulated. The signal represented by this amplitude modula- 
tion of the reflected wave is zero when the stub is at the 
match position (that is, there is no modulation of the reflect- 
ed wave at the modulation frequency), and reverses phase when 
the stub passes through the position of match. Therefore, 
modulating the position of the stub will generate a signal 
which contains directional sense and which becomes zero when 
the stub is at the position of match. To move the stub to 
the position of match it is only necessary to apply this sig- 


nal to an appropriate servo loop controlling the nosition of 
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the stub. It should be noted that at the position of match 
the amplitude of the reflected wave has an average value. 
This indicates that a perfect match cannot be obtained by 
this method; however, this does not destroy the usefulness 
of the method since the automatic matching device is not ree 
Quired to provide a perfect match, but rather to provide an 
acceptable value of VS\R. It will be shown later that this 
average value of the reflected wave can be made quite small, 
Peecesponding to a VSWR of about 1.05. 

6. The development of susceptance signals, 

Now apply the same method of qualitative examination to 
the value of the stub susceptance. As the first case, con- 
Sider that the stub susceptance has the value of match and 
that the stub is at the position of match, and examine the 
effect of variations in stub susceptance on the amplitude of 
the reflected wave. Under the conditions specified above, 
the amplitude of the reflected wave iS zero, since the cone 
ditions for a match at the stub position are met. If the 
stub susceptance is either increased or decreased from the 
match value, the amplitude of the reflected wave will be ine 
creased. If the stub susceptance is alternately increased 
and decreased a small amount, say 0.05 (normalized), from the 
match value with simple harmonic variation at the modulation 
frequency,W,, the reflected wave will be amplitude modulated 
at twice the modulation frequency, passing through zero each 


time the stub susSceptance passes through the match value, and 
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reaching a maximum amplitude at the maximum excursions of the 
stub susceptance from the match value. The resulting varia- 
tion in the amplitude of the reflected wave as a function of 
wt is shown in Figure 6. It is assumed that the stub sus- 
ceptance starts at the match value and initially increases, 
The exact shape of the waveform of Figure 6 is not yet deter- 
mined; it is assumed to be a rectified sine wave. 

As the second case, consider that the stub is still at 
the position of match, but that the stub susceptance is sreat- 
er than the match value. Under these conditions the amplitude 
of the reflected wave is not zero. If the stub susSceptance 
is increased, the amplitude of the reflected wave is increas- 
ed. if the stub susceptance is decreased, the amplitude of 
the reflected wave is decreased. If the stub susceptance is 
alternately increased and decreased with simple harmonic vare 
iation at the modulation frequency about the initial value 
with the same maximum excursion as in case one above, the var- 
iation in amplitude of the reflected wave will be as shown in 
Figure 7. The exact shape of the waveform of Figure 7 is not 
yet determined; it is assumed to be sinusoidal. 

As the third case, consider that the stub is still at 
the position of match, but that the stub susceptance is less 
than the match value. Under these conditions the amplitude 
of the reflected wave is again not zero. If the stub suscep- 
tance is increased, the amplitude of the reflected wave is 


decreased. If the stub susceptance is decreased, the ampli- 
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Amplitude Variations of the Reflected Wave 
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tude of the reflected wave is increased. If the stub suscep- 
tance is alternately increased and decreased with simple har- 
monic variation at the modulation frequency about the initial 
value with the same maximum excursion as in cases one and two 
above, the variation in amplitude of the reflected wave will 
be as shown in Figure 8. The exact shape of the waveform of 
Figure 8 is not yet determined; it is assumed to be sinusoid- 
Bier 

Now examine the waveforms of Figures 6, 7, and 8. Note 
that in each case the initial variation in stub SuSceptance 
has been toward larger values, and in each case the anscular 
frequency of the simple harmonic variation of stub susceptance 
has been @,, the modulation frequency. Note that when the 
initial value of stub susceptance is greater than the match 
value, the variation of the amplitude of the reflected wave 
is a sine wave of angular frequency 4, and zero phase angle 
(Figure 7). Note that when the initial value of stub sus- 
ceptance is less than the match value, the variation of the 
amplitude of the reflected wave is a sine wave of ansular 
frequency w, and 180 degrees phase angle (Figure 8). Note 
that when the initial value of stub susceptance is equal to 
the match value, the variation of the amplitude of the re- 
flected wave occurs not at the modulation frequency, but at 
twice the modulation frequency (Figure 6). 

Now if the stub susceptance can be continuously varied 


with simple harmonic variation at the modulation frequency, 
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it is apparent that the reflected wave will be continuously 
amplitude modulated. The signal represented by this amplitude 
modulation of the reflected wave is zero wren the stub sus- 
ceptance is equal to the match value (that is, there is no 
modulation of the reflected wave at the modulation freq- 
uency), and reverses phase when the stub susceptance passes 
through the match value. Therefore, modulating the value of 
the Stub sSusceptance will generate a Signal which contains 
directional sense and which becomes zero when the stub sus- 
ceptance is equal to the match value. The stub susceptance 
may be modulated by modulating the length of the stub; and 
if the amplitude of susceptance modulation is small, such 
modulation will be very nearly linear. ‘To obtain the match 
value of stub susceptance it is only necessary to apply the 
Signal developed by the modulation of the stub susceptance 
to an appropriate servo loop controlling the length, and 
therefore the susceptance, of the stub. It should be noted 
that at the match value of stub susceptance the amplitude of 
the reflected wave has an average value. This again indicates 
that a perfect match cannot be obtained by this method; how- 
ever this does not destroy the usefulness of the method for 
the reasons which were pointed out in the discussion of the 
position modulation, 
7. Position and susceptance modulation considerations. 

A system of amplitude modulation of the reflected wave 


to provide signals containing directional sense has been pro-= 
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posed by Walters {14} and investigated by Red [11]. The pro- 
posed system generates the position and susceptance signals 
in a manner similar to, but not identical with, the method 
discussed above in sections 5 and 6, 

The methods discussed in sections 5 and 6 consist es- 
sentially of sinusoidally varying the position of the stub 
through a small amplitude to achieve an amplitude modulation 
of the reflected wave containing directional sense, and sine 
usoidally varying the length of the stub through a small am- 
plitude to achieve susceptance modulation which results in 
a second amplitude modulation of the reflected wave contain- 
ing directional sense. If these signals or modulation come 
ponents of the reflected wave are to be used to adjust the 
position and length of the stub they must be separable in 
some manner in order to be applied to the two required servo 
loops. Two simple methods of providing this separability 
eee ovarlable; 

(a) The two modulations may be accomplished at differ- 

ent frequencies and separated by filters in the servo 

anplifiers, or 

(bd) the two modulations may be at the same frequency, 

but of different phases, and the signals separated by 

phase sensitive detectors. 
The latter method was proposed by Red {11], and was used in 
the system described in Chapter V. ‘The required phase dif- 


ference may be provided mechanically in the modulation drive 
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System; for optimum isolation between the two servo loops, 
the phase difference should be 90 degrees. Each phase sensi- 
tive detector will require a reference phase; these may be 
provided by driving a two phase spin generator from the mod- 
ulation drive motor. In connection with the modulation 
drive system, it should be pointed out that the position 
modulation proposed does not necessarily imply mechanical 
motion of the stub, since it is only necessary to vary the 
electrical position of the stub on the line. In fact, in 
the system discussed in Chapter V, the mechanical position 
of the susceptance probe, which is analagous to the stub 
here being discussed, is not modulated; rather, the elec- 
trical separation of probe and load is varied by the use 

of a variable phase shifting device. 

8. Detection of the reflected wave. 

Any one of the usual microwave or ultra-high freq- 
vuency rectifying detectors may be used to detect the reflect- 
ed wave and thus extract the signals contained in the mod- 
ulation of the reflected wave. The type of detector used 
will of course affect the waveform provided at the output 
terminals, but due to the presence of the average amplitude 
of the reflected wave, even the use of a square law detector, 
such as a crystal, will not result in the loss of the fund- 
amental modulation frequency signals. In fact, in the mathe- 
ematical analysis of Chapter IV, it will be assumed that a 


square law detector is used, since this assumption results 


a 





in a considerable simplification of the analysis. It should 
be noted here that a square law detector, a silicon crystal 
diode, was actually used in the system presented in Chapter V. 
9. The complete system in general terms. 

A qualitative discussion of the entire system has now 
been presented, and it is possible to lay out a general plan 
for the entire system. The elements of the system are the 
modulation drive system and reference phase gsenerator, the 
detector, a preamplifier, two phase sensitive rectifiers to 
separate the two signals, a power amplifier associated with 
each servo loop, and the position and susceptance drive mech- 
anisms. The entire system is shown in the block diagram of 


Figure 9, 
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CHAPTER III 
A QUALITATIVE ANALYSIS OF THE 
POSITION AND SUSCEPTANCE }ODULATIONS 


mmeonteroduction. 

in Chapter II an explanation of the methods which may 
be used to generate position and susceptance signals has been 
given. In this chapter, a qualitative analysis of the pos- 
ition and susceptance modulations and their effect on the re- 
flection coefficient at the stub position will be siven. The 
two modulations will be examined separately, as thoush they 
were completely independent. An examination of the possibility 
of cross-talk between the two modulations is included at the 
end of the mathematical analysis of Chapter IV. 

It will be assumed that the incident wave in the trans- 
mission system is constant, so that the reflected wave is 
directly proportional to the reflection coefficient at the 
stub position. Thus an analysis of the variations in the mag- 
nitude of the reflection coefficient yields directly the anm- 
plitude variations of the reflected wave. In the following 
analysis the terms "an increase in reflection coefficient" 
and "a decrease in reflection coefficient" will be used fre- 
quently. These terms are here defined to mean an increase or 
a decrease in the magnitude of the reflection coefficient at 
the stub position. 


2. Definitions of the position and susceptance modulations. 
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The position of the stub on the transmission line, in- 
cluding the effect of the position modulations, may now be de- 


fined by 
BY= 8) + a6) sinupt. Sel 


8 is the imaginary part of the complex propagation constant, 
Y. The units of B are radians or degrees per unit length. 
(Since the transmission line is assumed to be lossless, the 
real part of the complex propagation constant, the attenuation 
per unit length, is zero). ie is physical length along the 
transmission line; so that, in general, FQ is electrical 
length along the transmission line. In equation 3-1, @ is 
the instantaneous electrical separation of the stub from the 
load, and is defined as being positive when measured from the 
load to the stub; that is, in the direction from the load to- 
ward the generator. ay is the average electrical distance 
from the load to the stub, the time- averare value of Bh. 

ag) is the amplitude of the position modulation. uj, is the 
angular modulation frequency. 


Similarly, the stub susce»Dtance may be defined by 


De De + a pCOStUmt . Bak 


oo 


b. is the instantaeous value of stub susceptance in normal- 


S 
ized units. b, is the average value of stub susceptance, the 
time-average value of b,. ab is the amplitude of susceptance 


modulation in normalized units. W,,is again the angular mod- 
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ulation frequency. 

It should be noted that the two modulations are 90 degrees 
out of phase at the modulation frequency, as was proposed in 
Chapter II. Equation S-2 involves an approximation: In Chap- 
ter II it was proposed that the susceptance modulation be 
achieved by modulating the lensth of the stub. It has been 
assumed that if the amplitude of suSceptance modulation is 
small, the variation of susceptance with variation in stub 
tensth is very mearly linear. This is a good approximation 
if the amplitude of suSceptance modulation is 0.1 normal- 
ized units or less, as may be seen by reference to Figure l. 
However, it is also apparent from Figure 1 that if a cone 
stant amplitude of modulation of stub length is used, the 
resulting amplitude of susceptance modulation will be a funce-e 
tion of the average value of stub susSceptance. For the pre- 
sent it will be assumed that the amplitude of susceptance 
modulation is independent of the averare value of stub sus- 
ceptance. This may actually be achieved by placing two stubs 
on the transmission line at the same vosition: One stub to 
provide the matchins susceptance, the second to provide only 
the susceptance modulation. 

With the two modulations defined, an exampole will be 
used to show that the modulation of position and susceptance 
each result in the seneration of an amplitude modulation 
of the reflection coefficient, and that these components 


contain directional sense and become zero when the match pose 
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ition and match value of susceptance are reached. The exan- 
ple will then be somewhat feneralized to point out the pro- 
perties of the two modulations. In general, chanses in stub 
position and stub susceptance change the value of the total 
input admittance at the stub position, thus effecting a change 
in the reflection coefficient. The variations in total input 
admittance will be determined first, and then the effect of 
the changes in total input admittance on the reflection coef- 
ficient will be examined. 

Oo. An example illustrating the use of the stub. 

Consider the transmission line and shunt stub shovm in 
Fisure 10, where K is the complex load reflection coefficient 
and Vy, is the load admittance in normalized units. The char- 
acteristic admittance of the transmission line is unity in 


normalized units, 





dsf 
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i= 0.5/-90° 
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Figure 10 


The transmission system used in the example. 
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From the Smith Chart, Figure 11, the load VSWR is read as 
5-00, and the correct position for the stub for positive values 


of stub susceptance is computed 


Bl= (0.333-O0.125)A = O.208A 3-3 


where A is the wavelenrth alonc the transmission line, and de- 
pends on the frequency of operation and mode of proparation. 

The correct value of susceptance is read as 1.17 from the inter- 
section of the K = 0.50 circle and the ¢).=1.0 circle, where 


feeeaeune magnitude of the reflection coefficient and is the 


oa 
conductance component of the input admittance of the transmis- 
Sion line at the stub position (not including the stub suscep- 
tance). 

As has been described, there are two possible positions 
of ratch. Only one of these need be considered if the re- 
quirements of the system can be met by so doings. It will be 
shown later that the mtching system can be adjusted to seek 
either match position, and that therefore only that match pos- 
ition corresponding to positive values of stub susceptance 
need be considered. ‘Therefore, in what follows, it is assum- 
ed that only positive values of stub susceptance are requir- 
Eu. 

4. Position modulation; development of the position sifnal. 

The effect of the »osition modulation is to cause the 
input admittance of the transmission line at the stub posi- 


tion (not including the stub susceptance) to vary along a 
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Short are of the K = 0.50 circle about some point on the 

K = 0.90 circle corresponding to the value of BQ. Now the 
total input admittance at the stub position is the sum of the 
input admittance of the transmission line at the stub posi- 
tion (hereinafter called the line admittance) and the stub 


susceptance, and is given by 


Pees ¥) + IDs 34 


where ee is the total input admittance at the stub position, 
and Yy is the line admittance and is the sum of the line con- 
ductance, Sj» and the line susceptance, bj. 

imere are four cases to be considered: 

(a) The stub susceptance is zero, 

(b) The stub susceptance is sreater than zero but less 

mean the value required for match, 

(c) The stub susceptance is equal to the value requir- 

ed for match, and 

(ad) The stub susceptance is greater than the value re- 

quired for a match. 

Consider first case (a) above, the stub susceptance is 
zero; then the position modulation causes the total input ad- 
mittance to vary along a short arc of the circle of constant 
reflection coefficient magnitude, K = 0.50. Since this ver- 
iation takes place along a circle of constant reflection co- 
efficient marnitude it 18 apparent that when the stub suscep- 


tance is zero, position modulation does not result in ampli- 
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tude modulation of the reflection coefficient. This char- 
acteristic will make it necessary to provide a small value 
of stub susceptance at all times in order to ensure that the 
position modulation will at all times result in amplitude 
modulation of the reflection coefficient. This requirement 
will not have an adverse effect on the operation of the sys- 
tem and is easily met by providing the small continuous stub 
susceptance in the auxiliary modulation stub. 

Next consider case (b), the stub susceptance is greater 
than zero, but less than the value required for match. As 
an example, assume that the stub susceptance is 0.20. The 
position modulation will cause the total input admittance to 
vary along a short are of the curve labeled b, = 0.20 in Fig- 
ure 1l about some point on the curve corresponding to the 
value of By. Now a variation of the total input admittance 
along the curve b, = 0.20 will result in amplitude modulation 
of the reflection coefficient at the modulation frequency 
except at those points at which the curve b. = 0.20 is tan- 
gent to a circle of constant reflection coefficient magnitude. 
In Figure 11 there are two such points marked a and be. At 
either of these points, either an increases or a decrease in 
6X will result in an increase in reflection coefficient; con- 
sequently the vosition modulation will result in amplitude 
modulation of the reflection coefficient at a fundamental 
frequency equal to twice the modulation frequency when @X has 


the value corresponding to point a or to point b; the signi- 
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ficance of this fact is that there is no amplitude modulation 
of the reflection coefficient at the modulation frequency. 
For reasons which will be pointed out below, point a will be 
called a stable no-signal point, and point b will be called 
an unstable no-signal point. The corresponding positions of 
the stub will be called the stable no-signal position and the 
unstable no-signal position. If 6 is greater than the value 
corresponding to point a, but less than the value corres- 
ponding to point b, an increase in A¥ will result in an in- 
crease in the reflection coefficient, and a decrease in Bf 
will result in a decrease in the reflection coefficient; 
consequently the position modulation will result in amplitude 
modulation of the reflection coefficient at the modulation 
frequency and in phase with the position modulation. This 
amplitude modulation of the reflection coefficient in phase 
with the position modulation will be termed the positive 
phase position signal. if By is less than the value corres- 
ponding to point a, but greater than the value corresponding 
to point b, an increase in BX will result in a decrease in 
the reflection coefficient, and a decrease in PX will result 
in an increase in the reflection coefficient; so that the 
position modulation results in amplitude modulation of the re- 
flection coefficient at the modulation frequency but exactly 
180 degrees out of phase with the position modulation. This 
amplitude modulation will be termed the negative phase position 


Sienal. The foregoing examination may be applied to each of 
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the curves of constant value of stub susceptance less than the 
match value; and in each case a point having the same charac- 
teristics as point a may be found. ‘lhe locus of these points, 
termed the stable no-signal locus, is plotted in Fig¢ure 11, 
where it is seen that as the stub Susceptance approaches the 
match value, this locus approaches the point 1 + jO, the match 
value of the total input admittance. Thus, as the Stub sus-~ 
ceptance approaches the match value, the stable no-signal 
position of the stub, which results in amplitude modulation 

of the reflection coefficient at twice the modulation fre- 
quency, approaches the match position. 

A Similar locus of points having the same characteristics 
as point b may be determined, and this locus is also plotted 
in Figure ll. The significance of this locus will be ex- 
plained below. This locus of the unstable no-signal points 
would also approach the match point if negative values of 
stub susceptance were permitted. 

Now consider the third case above: The stub susceptance 
is equal to the value required for match. From what nas sone 
before it is apparent that for this value of stub sSusceptance, 
point a is located at the point 1+ jO. For positions of the 
stub other than the match position, the position modulation 
will result in the generation of the positive and negative 
phases of the position signal in exactly the same manner as 
above; that is, the positive phase position signel will be 


eenerated if A is rcreater than the match value, but less 
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than the value corresponding to point b, and the negative 

phase position signal will be generated if 88 is less than 
the match value, but greater than the value corresponding 

to point b. 

Lastly, consider the fourth case above: The stub suscep- 
tance is greater than the value required for a match. Assume 
that the stub susceptance is 1.40. Referrins to Figure 11 
once more, it is seen that the curve bs = 1.40, along which 
the total input admittance varies as the stub position is 
modulated, has an externdl tangency to a curve of constant 
reflection coefficient magnitude at point at. At this point 
the reflection coefficient will again be amplitude modulated 
at twice the modulation frequency. If the value of Gy is 
greater than that corresponding to point a' (but less than 
the value corresponding to point b*), the positive phase 
position signal will be generated by the position modulation; 
if the value of Qn is less than that corresponding to point 
a’ (but greater than the value corresponding to point b'), 
the negative phase position signal will be senerated by the 
position modulation; and therefore, point a' is also a stable 
no-sifnal position. This examination may be applied to each 
of the curves of constant value of stub susceptance greater 
than the match value; and in each case a point having the 
same characteristics as point a' may be found. The locus of 
these points is an extension of the locus of stable no-sSignal 


positions for values of stub susceptance less than the match 
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value. Again it is seen that as the stub susceptance ap- 
proaches the match value, the stable no-sirnal positions ap- 
proach the position of match. 

It is now convenient to define the position sifnal more 
precisely: The position signal is the amoblitude modulation 
of the reflection coefficient at the modulation frequency due 
to the position modulation of the stub. In view of this de- 
finition, and considering the examination of the effects of 
position modulation above, the following characteristics may 
be summarized: 

(a) When BS is greater than the value corresponding 

to the stable no-Sifnal position but less than the value 

corresponding to the unstable no-Signal nosition, po- 

Sition modulation results in the generation of the po- 

Sitive phase position signal. 

(b) When a) is less than the value corresponding to 

the stable no-signal position but greater than the 

value corresponding to the unstable no-signal position, 

position modulation results in the seneration of the 

nesative phase osition sirnal. 

(ec) When B) has the value corresponding to either the 

stable or the unstable no-sigfnal position, position modu- 

lation results in no position signal. 

Thus it is apparent that the position modulation has 
resulted in the generation of a position signal which becomes 


zero when the stub is at the stable no-signal position (as 
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well as when the stub is at the unstable no-signal position), 
and which contains directional sense with respect to the sta- 
ble no-Signal position; it has also been shown that the stable 
no-sienal position approaches the match position as the stub 
susceptance approaches the match value. 

Now if the positive phase position signal is applied to 
the positioning servo loop in such a manner as to drive the 
stub toward the load, the nescative phase position Signal ap- 
plied in the same manner will drive the stub toward the gener- 
ator. The positive phase position signal is generated when 
the stub must be driven toward the load to reach the stable 
no-signal position; the negative Dhase Dosition signal is 
generated when the stub must be driven toward the generator 
to reach the stable no-signal position. Therefore tne appli- 
cation of either phase of the position Signal will cause the 
stub to be driven toward the stable no-signal position. ‘hen 
the stub reaches tne stable no-signal position, no position 
Signal will be generated.‘ If the stub is displaced from this 
position in either direction, a signal of the proper phase 
to return the stub to the stable no-Signal oosition will be 
generated; thus the stub will seek and hold the stable no- 
Signal position. 

It is now necessary to consider the unstable no-sirnal 
positions. The position sircnal will be zero when the stub is 
at the position corresponding to either of the points b and b*. 


However, the locus of the points b does not approach the point 
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1 + jO as the stub SuSceDpPtance approaches the match value, 
Therefore, tnese points are ambiguous no-signal positions. 
It remains to be seen whether they are stable no-signal po- 
sitions. Now if g) is greater than the value corresponding 
to the point b, the position modulation will result in the 
generation of the negative phase position signal. But the 
negative phase position signal will drive the stub toward the 
eenerator, away from the position corresponding to the point 
fe if Bh is less than the value corresponding to the point 
b, the position modulation will result in the seneration of 
the positive phase position which will arain drive the stub 
away from the position corresponding to the point b. ‘Thus 
the point b is seen to be an unstable no-signal position. If 
the stub should happen to be at the position corresponding 
to b, a Slight displacement in either direction from that po- 
sition would result in the correct phase of position sifnal 
to drive the stub to the stable no-signal position. an ex- 
amination of the curves of constant stub susceptance for 
values of stub susceptance sreater than tne match value in- 
dicates that the points b' exhibit the same characteristics 
as are exhibited by the voints b, The locus of unstable no- 
Signal points is plotted in Figure ll. 

It is now possible to Summarize the effects of position 
modulation since these effects have been examined for various 
values of stub susceptance and for various stub positions; 


(a) For each value of stub susceptance there is a sta- 
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ble no-signal position which the stub will seek and hold 
if the position signals are properly applied in a servo 
loop controlling the position of the stub. 
(>) For each value of stub susceptance there is an un- 
stable no-signal position, but a slight displacement of 
the stub from this position in either direction will re- 
sult in the seneration of a position signal of the pro- 
per phase to drive the stub to the stable no-signal pos- 
ition if the vosition signals are properly applied. 

(c) The stable no-signal position which the stub will 

seek and hold is not the match position unless the stub 

Susceptance has tne match value; but the stable no-sif¢- 

nal position approaches tse match position as the stub 

susceptance approaches the ratch value. 

In order to generalize the results of this qualitative 
analysis, the loci of stable and unstable no-signal positions 
for several values of load reflection coefficient magnitude 
are plotted in Figure 12. 

The examinations of this section were based on the assump- 
tion that the stub was limited to positive values of suscep- 
tance. A Similar analysis may be carried out based on the as- 
Sumption that the stub is limited to negative values of sus- 
ceptance; such an analysis would reveal the same characteris- 
tics as are outlined above. The match position would not, of 
course, be the same as for positive values of stub susceptance. 


5. Susceptance modulation; development of the susceptance sig- 
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Some Loci of Stable No-Signal Total Input 





Had « 

The effect of the susceptance moduler 1S to cause the 
total input admittance to vary along a short are of the circle 
of constant conductance equal to the line conductance, about 
a point corresponding to the value of bj. This is apparent 


from equation 3-4 


where the instantaneous stub susceptance is given by equation 
Oe: 


be = be + abcosu,t. 3-2 


S) 
There are four cases to be considered: 
(a) The stub position is such that the line suscenvtance 
is negative, 
(b) The stub position is such that the stub is at a 
voltage maximum of the standing wave on the transmis- 
sion line, 
(c) The stub dosition is such that the line susceptance 
is positive, and 
(ad) The stub position is such that the stub is at a 
voltage minimum of the standing wave on the transmis- 
sion line. 
Consider first case (a): above, the stub position is such 
that the line susceptance iS negative; then the susceptance 
modulation causes the total input admittance to vary alons 


a short arc of a circle of constant conductance equal to the 
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line conductance in the left half of the admittance plane, 
when the value of b, is less than the magnitude of the line 
Susceptance. If the stub Ssusceptance is increased, the re- 
flection coefficient is decreased; if the stub susceptance is 
decreased, the reflection coefficient is increased; thus the 
susceptance modulation will result in an amplitude modulation 
of the reflection coefficient at the modulation frequency 

but exactly 180 desrees out of phase with the susceptance 
modulation. This will be termed the nerative phase susceptance 
Signal. 

Now alons the degenerate circle of zero susceptance on 
the Smith Chart, the circles of constant conductance are tan- 
gent to the circles of constant reflection coefficient mage 
nitude. If the stub susceptance is equal to the megnitude 
Of the line susceptance, the total input susceptance iS zero; 
then either an increase or a decrease in stub susceptance will 
result in an increase in the reflection coefficient. The am- 
plitude modulation of the reflection coefficient thus gener- 
ated by the susceptance modulation will have a fundamental 
frequency twice the modulation frequency; this is true re- 
pardless of the value of the line conductance. Thus the de- 
generate circle of zero susceptance constitutes a locus of 
values of total input admittance at which susceptance mod- 
ulation will result in no amplitude modulation of the reflec- 
tion coefficient at the modulation frequency. The value of 


bs which yields this condition will be termed the stable no- 
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Signal value; the fact that this is a stable no-signal value 
will be shown below. 

Now consider that the stub susceptance is greater than 
the magnitude of the line susceptance. The total input ad- 
mittance is then in the right half of the admittance plane. 
If the stub susceptance is increased, the reflection coef- 
ficient will be increased; if the stub susceptance is de- 
creased, the reflection coefficient will be decreised. Thus 
the susceptance modulation will result in an amplitude modul- 
ation of the reflection coefficient at the modulation frequen- 
cy and in phase with the suSceptance modulation. This will 
be termed the positive phase susceptance signal. 

Now if the positive phase susceptance sifnal is applied 
to the susceptance servo loop in such a manner as to decrease 
the value of bz, the negative phase susceptance signal applied 
in the same manner will increase the value of b,. The pos- 
itive phase susceptance signal is generated when the value of 
bd, is greater than the stable no-signal value; the negative 
phase susceptance signal is senerated when the value of bg, is 
less than the stable no-Signal value. Therefore, the appli- 
cation of either phase of the susceptence signal will cause 
the value of bs to change toward the stable no-signal value. 
When the value of b, reaches the stable no-signal value, no 
susceptance signal will be generated. If the value of b. 
increases or decreases, a Signal of the proper phase to re- 


turn the value of bg to the stable no-signal value will be 
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eenerated; thus the value of By will seek and hold the stable 
no-sif¢nal value. 

Now consider the Second case above: The stub -osition 
is such that the stub is at a voltare maximum of the standing 
wave on the transmission line. In this case the line sus- 
ceptance is zero. If the stub susceptance iS greater than 
zero, the total input admittance will be in the right half 
of the admittance plane, and susceptance modulation will re- 
sult in the ceneration of the positive phase susceptance sig- 
Pai tls Signal, applied properly to the servo loop, will 
reduce the value of peut L the stable no-signal value is 
reached; in this case until b, is zero. when bg reaches 
zero the signal becomes zero, and any change in the value of 
Bs will result in the seneration of a susceptance signal of 
the proper phase to return b, to zero. 

Next consider the third case above: The stub position 
is such that the line susceptance is positive. Since it has 
been assumed that the stub susceptance is limited to positive 
values, the total input admittance will always be in the right 
half of the admittance plane. If the stub susceptance is ine 
creased, the reflection coefficient will be increased; if the 
stub susceptance is decreased, the reflection coefficient will 
be decreased. Thus, regardless of the magnitude of the line 
susceptance or stub susceptance, the positive phase suscep- 
tance Signal will always be generated by the Susceptance mod- 


ulation. This signal will cause the value on Db, to be re- 
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duced. When the value of bs reaches zero it will have at- 
tained its minimum value; the stub suSceptance cannot be- 
come negative. But the total input admittance will still have 
a positive component of susceptance, so that the positive 
phase susceptance signal will continue to be fenerated. This 
characteristic will require that some means be provided to 
interrupt the signal when the value of bg reaches zero, even 
though the match condition has not been reached. The stub 
position, in this case, is such that the total input admit- 
tance is in the wrong half of the admittance plane to achieve 
a match. But it has been shown in the discussion of posi- 
tion modulation above that when the stub is in this adverse 
region, the correct phase of the position signal to drive the 
stub into the favorable region will be generated. ‘hen the 
stub reaches a position such that the total input admittance 
is in the left half plane; that is, the line susceptance is 
negative, the correct susceptance signal will be generated 

to drive the stub susceptance to the stable no-signal value. 
Mee aitiiculty d@gcribed in this paragraph is a result of 
iemreine the Stub to positive values of susceptance. 

Finally, consider the fourth case above: The stub posi- 
tion is such that the stub is located at a voltace minimum 
of the standing wave on the transmission line; that is, the 
line susceptance is zero and the line conductance is greater 
than one. This case is identical to the Second case, where 


the line susceptance was zero but the line conductance was 
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less than one. In this case, if the value of bg is greater 
than zero, the positive phase susceptance signal will be gfen- 
erated and the stub susceptance will be reduced to zero, the 
Stable no-signal value. 

It 1S now possible to summarize the effects of the sus- 
ceptance modulation since these effects have been examined 
for various stub positions and for various values of D.. It 
Should be noted that the analysis contained in this section 
has not been restricted to the example of the previous two 
sections, but has been general. 

(a) When the stub position is such that the line sus- 

ceptance is zero or negative, the correct phase of sus- 

ceptance to drive the stub susceptance to the stable 
no-signal value will be generated, regardless of the 
exact position of the stub. 

(b) When the stub position is such that the line sus- 

ceptance is positive, the susceptance signal generated 

will drive the stub susceptance to zero initially. ‘When 
the stub has been driven into the region such that tne 
line susceptance is negative, the stub susceptance will 
be driven to the stable no-sSi¢gnal value. 

(c) The amplitude of the Susceptance Signal is not pro- 

portional to the value of stub susceptance as the position 

Signal was, althoush the amplitude is related to the stub 

Susceptance in a& minor way. 


(ad) The amplitude of the susceptance Signal is a func- 
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tion of the value of line conductance, and thus is a 

rumetion of the stub sosition. 

6. Position and susceptance signals - conclusion. 

The qualitative analysis of the previous sections has 
considered the effects of the position and susceptance mod- 
ulations independently. It is apparent from what has been 
shown of the characteristics of the modulations that they are 
not independent, and that some investigation of their inter- 
dependence should be made. This investigation will be made 
at the conclusion of the mathematical analysis of the next 
chapter. 

Furthermore, nothing has been said about the amplitudes 
of the two modulations, although they have been assumed to 
be small. The Limiting amplitudes for proper operation will 
be determined in the next section on the basis of the Smith 
Chart presentation, and in Chapter IV on the basis of the 
mathematical analysis of that chapter. The maximum required 
value of stub susceptance will also be determined in the next 
section after setting some design values. 

7. Design criteria and resulting values of parameters. 

In order to determine the amplitudes of the two modula- 
tions, and the maximum required value of stub susceptance, 
it is necessary to establish some desSigfn criteria. ‘Ihe de- 
Sirable characteristics of the automatic matching system 
have been outlined in section 3 of Chanter I. ‘The first of 


these was: 
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(a) trovide a very low VSWR even when the load reflec- 
tion coefficient is moderately high, say 0.60, corres- 
ponding to a load VSWR of 4.0. 
It will be assumed that the maximum load VS\'R which the auto- 
matic system will be required to match is 4.0 (Ky = 0.60). 
It will further be assumed that the system is required to 
have a maximum VS"R presented to the generator of 1.05 when 
the stub position and susceptance have reached the ratch posie 
tion and mtch value respectively. This value of VSWR cor- 
responds approximately to a megnitude of reflection coefficient 
of 0.025. 

At the matched condition, the average value of the re- 
flection coefficient is determined by the amplitudes of the 
two modulations. The effect of the two modulations, since 
they are 90 degrees out of phase, will be to cause the total 
input admittance to follow a closed path in the admittance 
plane. At the matched condition, this path will be very near- 
ly circular if the modulations have appropriately chosen am- 
plitudes; the center of the path will be the point 1 + jo on 
the admittance Plane. If the maximum allowable value of the 
reflection coefficient at the matched condition is 0.025, then 
this closed path must be contained within the circle of con- 
stant reflection coefficient magnitude equal to 0.025. This 
circle of constant reflection coefficient magnitude is shown 
in the Smith Chart of Figure 13, and the construction of Fig- 


ure 13 shows the determination of the amplitudes of the two 


eye) 





| 


ang b242— 
, oe 


(ra 
en 


ot 


® eel 
COmPONE NY C 


= 


* 
-*x 


Eom, 
\: 





The Determination of the Modulation Amplitudes 





modulations for a load reflection coefficient marnitude of 
0.60, the design maximum. These amplitudes are: 
ABY 


abd = belo) 6 5-6 


O.003A, and 3-5 


Figure 13 also shows that the amplitude modulation of the 
reflection coefficient due to the position modulation is 
proportional to the magnitude of the load reflection coef- 
ficient. To illustrate this point, the required position 
modulation amplitude to yield an averare reflection coef- 
ficient of 0.025 when the load reflection coefficient mre 
nitude is 0.30 is determined to be 0.007A. The construction 
is shown in Figure 13. 

Also from Figure 13, the maximum required value of stub 
Susceptance to match a load VSWR of 4.0 may be determined 
from the ragnitude of the line susceptance when the stub is 
at the match position. This maximum required value of stub 
susceptance is 1.50 normalized units. 

Ss Conclusion. 

The characteristics of the two modulations have been 
determined in a qualitative manner and are Summarized on pases 
43, 44, 51, and 52. 

It should be noted here that the amplitude of the re- 
flected wave is also directly proportional to the amplitude 
of the incident wave. Thus the amplitude modulation of the 
reflected wave is directly proportional to the amplitude of 


the incident wave and the amplitude modulation of the re- 
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flection coefficient. Therefore, as the amplitude of the in- 
cident wave is increased, the amplitude modulation of the 
reflection coefficient may be decreased proportionately. Thus 
the required modulation amplitudes are inversely proportional 
to the amplitude of the incident wave; so that in a high power 
system the VSWR at the matched condition may be so Small as 

to be unmeasurable even though the modulation amplitudes are 
large enoush to provide adequate signals. Conversely, in a 
low power system the VSWR at the matched condition may be 
larger than the value, 1.05, specified above, when the mod- 
ulation amplitudes are adjusted to provide adequate signals. 
These characteristics result from the fact that approximately 
equal signal amplitudes will be required regardless of the 
amplitude of the incident wave. | 

The characteristics of the signals senerated by the two 
modulations are briefly summarized below: 

Position signals: For each magnitude of load reflection 
coefficient there is a locus of stable no-signal positions of 
the stub. Each of these stable positions corresponds to a 
value of stub susceptance. As the stud susceptance approaches 
the match value, the stable no-signal position approaches the 
match position. For each menitude of load reflection coef- 
ficient there is a locus of ambiguous, unstable, no-signal 
positions. Each of these unstable positions corresponds to 
a value of stub susceptance. A Slight displacement of the 


stub from one of these unstable positions will result in the 
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generation of the correct signal to drive the stub toward 
the match position. The amplitude of the positioning signal 
is proportional to the value of the stub susceptance and is 
inversely proportional to the menitude of the load reflec- 
tion coefficient. 

Susceptance sisnals: The locus of stable noe-signal 
values of total input admittance is the circle of zero total 
input susceptance. There are no unstable no-signal values 
of stub susceptance. The amplitude of the susceptance sSis- 
nal is related to the position of the stub, and is a maximum 
when the stub is at such a position that the phase anrle of 
the total reflection coefficient is approximately 90 derrees, 
This corresponds fairly well with the loci of stable no-sig- 
nal values of total input admittance for position modulation, 
so that when the stub reaches the stable no-Signal position 
the susceptance signal will have approximately its maximum 
amplitude. 

General: It is to be noted that the position which the 
stub seeks is not the position of match unless the stub sus- 
ceptance has the match value; and that the value of sSuscep- 
tance which the stub seeks is not the match value unless the 
stub is at the match position. This is an indication of the 
interdependence of stub susceptance and stub position which 
was mentioned in Chapter II in the discussion of the ranual 
adjustment of the single stub tuner by observation of the 


marnitude of the reflected wave. 
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CHAPTER IV 
ANALYSIS OF THE POSITION AND SUSCUPTANCE *ODULATIONS 


ie introduction. 

Before proceeding with the analysis of the modulations, 
an analysis of the single stub tuner will be made to deter- 
mine analytically the stub susceptance and vosition for a 
match in terms of the complex reflection coefficient of the 
load. Normalized admittances will be used throughout these 
analyses. 

The Single stub tuner and associated transmission line 
may be represented schematically as snown in Figure 14. For 
ease of analysis, the orisin, a, is taken at the position of 
a voltare minimum, Since at this point the reflection coef- 
mcjyent is real, that is, 

Ka = -Ky.- 4—1 






generator 





Figure 14 
Schematic representation of the single stub tuner 


and associated transmission line. 


The complex load reflection coefficient is given in 
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terms of the load admittance by 


= = 

K_ = a ee) 
2 ey. 

and the load admittance is given in terms of the complex load 


reflection coefficient by 


a 44 
a? K, 
At the origin, the transformed complex load reflection coef- 


ficient is 


a L, 


— — .' 284, : 
kK =Ke-” P = Se oe" Aig! 


9 


so that the electrical distance from the load to the nosition 


of a voltage minimum is given by 
B= 3(1+H), 4-5 


Any integral number of half wavelengths may be added to this 
value of BX, Since the voltage standing wave has minima 
every half wavelength along the transmission line. In equa- 
tion 4-5, Y is the phase angle of the complex load reflec- 
tion coefficient. It is apparent that the distance Bi, is 
determined only by the load admittance, Yy° 

The analysis of the single stub tuner will include the 
determination of the load to stub separation, Bd), and the 
stub susceptance, be, in terms of the load reflection coef- 
ficient; and determination of the variation of the reflec- 


tion coefficient at the stub position due to the modulations 
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imposed on the system. In making this determination, it will 
be assumed that the’ two modulations are independent, and they 
will be considered separately. After determining the effects 
of the modulations, the cross-talk between the two signals 
will be examined. 

2. The conditions for a match at the stub position. 


The admittance of the line at the origin is given by 
1- Ke 
Ja 54 K, 4-6 


Since Kia meat this becomes 
1+Ke 
a 


a 


+,;,O., rey 


er 


| 
a 
> 


Transforming this admittance to an arbitrary position of the 
stub yields 


Yo. + j;tane 


Je =~ 1+jYgTane 4-6 


fees (1+ K. )cos@ +5(1-K.)sine 
(1- K.) cos ©4+j5(1+K,) sin ® 





Rationalizing, 


Sek. ° ZK. sinloe 


= Se 2 Se ee SS 4-10 
te~ T+ K-72 K coste J 14k -2K,cos2e 


It is assumed that the stub is also lossless, so that the 


stub admittance is given by 


Y= O+j;b;, ante 
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Then the total input admittance at the arbitrary stub pos- 


Sition becomes 


ZK, sin lO 
. 4-12 


_ Se Meeiberi oO 
+= 1+ki-2k. cos 20 ae 1+KI-~2K,_ cos 2e 


The conditions for a match at the stub position are: 


(a) Qv= i! : 4-13 


Then from equations 4-l2 and 4-13 
a a 
a =. 4-15 
1+ K. = ZK. Cos le 
which yields 
+ arccos Ki hoa 


—_ Z 
From equations 4-l2 and 4-14, 


ZK. sin 2e 
b. = 2 ae ne 4-17 
1+Ki —-2 K cos Lo 


Substituting from equation 4-16 and using the relationships 


Con ZO = kK, 
Sin26 = +1 - K? 
equation 4-17 yields 


wee? 
m1 = K? 


Equation 4-16 has two solutions for each magnitude of Ki» 


4-18 


corresponding to the two intersections of the circle of unity 
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conductance on the admittance plane with the circle of con- 
Stant K equal to Ky}. One of these intersections is in the 
positive susceptance half plane and the other in the negative 
susceptance half plane. Since it has been aSsumed that the 
stub susceptance can take only positive values the solution 
of interest is that associated with the negative susceptance 
half plane and therefore the positive solution of equation 
4-16 is the desired value of ©. This gives positive values 
of stub susceptance from equation 4-18, 

The conditional values of stub position, g\, measured 
from the load toward the generator, and stub susceptance have 


now been determined. They are: 


BY mee 4 j arc COS K. + TT + ¥. | 419 
b, = 2K ; 4-20 


5S. The reflection coefficient at the stub position. 

It will be assumed that a square law detector will be 
used in the automatic matching system. Thus the detector 
output, which constitutes the signal for the servo amplifier, 
will be proportional to the square of the magnitude of the 
reflected wave, which is in turn proportional to the square 
of the magnitude of the reflection coefficient at the stub 
position. Therefore, this quantity will be determined prior 


to investigating the effects of the modulations. 
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The admittance at the stub position is given by equation 
4-12 


2 
Je 1+K>-2K,cos2¢@ ; - 1+Ki-2K,cos?O je 


men the reflection coefficient at the stub position is 


u 
ee, _ eK sin 20 
= l4K- 2K cos 20 J b \+ Ke -2%K cos 2 4a 


Vion 5 : 
b—Ke J 1 ZKisin 2@ 
14K, —-UK Coste I+ Ko -U%kK cos TE 


_ 2Ki = Uk cosze —5[ bs (I+ Ke~2K sin 2Q)-2K, sin 26] 





: 7 4-22 
2 - 2UKicos 290 + {b(t Ki - 26 sin 20)=—2K,sin 20 
aN! 
=— , -25 
5 “ 
And 2 
e N 4-24 
=. io > 
where 
L 
a = 4K, (K-2K cos pros +c0s*26) + b. (I+K2- igrepzey 
425 
— 4K bsin2e (14 Kt ~2K cos?) + Aki sin?2e 
= AK (14 K2-2K : ; - 
=A. LU ~ 2K. 00826) th C14 Ko -rKicos 26) 
4=-26 
— 4K, b.sin2a ( 14K - 2K, cos 20) 
and 
Dr = 4(1-2K,c0s2@ + Ki cost2e) +h2 (14 K7-27KLcos 26)" in 


— 4K b.sinre (14 Kr -2¥, cost@) 4+ 407 sint Le 
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D* = g (| i — 2Kqers 26) + be (14 Ko -2K cos 20)” 


-4KL bo sin20 (14% —-2K, cost@) . 4-28 


Therefore, 


ur AKC + bE (Ie KE~ 2K, cos2e)~ 4k. by $9 20 
a aa 

a lo, Cl¢ Ke -~2K, cos 18)- 4 Ki bs sin 22 

Two components of modulation are to be introduced into this 


expression. These are 


oe 


(a) b, = b, + Ab casWayt 32 


and (db) BX = Q8 + aBNsin Wnt - B= 


But since BY is equal to © to within an additive constant, 
the position modulation may be taken as imposed on the elec- 
trical distance ©, so that 

9Q= 644 40 sin Wm ct 

4-30 

where © is the instantaneous electrical distance from a volt- 
age minimum to the stub position, 3 is the average distance 
from the same voltase minimum to the stub position, and a@ 
is the amplitude of position modulation. 
4. Analysis of the susceptance modulation. 

In order to analyze the effects of the stub susceptance 


modulation given by equation 3-2, it is necessary to substi- 
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tute equation 5-2 into equation 4-29. Rewriting equation 4-29 
in slightly different forn, 


~  4Ke ~ 4K by sin®® the (14 KE- Ky cos2e) 
K.= nn 4-51 


4 - 4k b.sinte +b (14d - 2k 20818) 


/ 
N 


D 


Substituting equation 3-2 and evaluating the numerator of 


the resulting expression, 
z _ 
N= 4 Ky -4K, (bh, tabcos wat ) Sin ca 


+ (lo, + AbcosWmt) (\ + aN ices 22) 4-33 
= 4K - 4K. (b+ abcoswat)sin 26 


+{s 2b,ab coswt + (ab) cost (1 +KO-2K,cos2e) 4-34 


= 4k! aU, cin2e + Brig KE-2t,.00528) 


+ab cos Wmrt [2 Be Cit KP- UK, cos2e)— 4K, sin 26| 

Hab) costwat (1+ Kt -2%, cos28) 4-35 
= 4K 6-40, sin 26 + (5 + Be i+ Ke = 2%, cos26] 

+ ab|2 h, (1+ ee 2K,c0s28) - 4h, sin 20| COS Wmt 


+ (\+ eens 2¥ COS 26) a 4-36 
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OF 


Z | / | 
N= 4K, 4+4No +N, cCosWmt +N, cos2w,t : ee, 


and similarly for the denominator of equation 4-31, 


De 4-4, By sino + (5 4 SPP Yi4 P- 2K, e028) 


4 ab|2 5; (1+ KE-2K,cos2@)— 4K, sin26] cos Wnt 


2h 
+ eel | + KU - 2K, cos 29] BOS? Unt 4-38 
= Bea N, cosWmt + N, cos2wwmt. 4-39 
so that 
4-40 


K* o 4K + N. + N, coswmt + N. COS ZU) mt 
a 
4 +Ni +N, cos Wmt + Ni cos ZW mt 





where 
N, = 5 Kk sinte-+ (B+ S22) (1+ eet K,.cos2@)" 4-41] 
N; = ab|2 bb, (1+ Kr ~21C, cost) - 4K sin 29 eae 
N, = bh + aes LK <os2e| — 4243 


First examine equation 4-40 at the match conditions. To do 
this substitute equations 4-19 and 4-20 in equations 4-41 
through 4-43, obtaining for Né4 

! 


No = — 4k, pet ~Ko +(I- es ce + 2B ae} 4-44 


—4Ki + > (\- Ke) are 


i 
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and for N* 








il 
( rag 
N= abb| 2 a (1-Ko) — 4K, I-Ke| = 0 4-46 
and for N'* 
lb)~ 
N, = 6 (1- Ke] 4-47 
So that 


x 
: aki aki g)+ & (aby (\~K*) cos tunt 
KX = —-_-_—— SS 4-48 
4-4 + Gy aE ee tii} Yoos 2 ,t 


a 
lab) () -KeX (+ cos2Wyt] 
ee 4-49 
-y2 (ab)*, (ab) 
‘Ce a \( Al sis —- + (ab) cos 2Wymt ) 


ra 
et) (1+ cos 2Wmt} 


4+ (a,b), 1+c0$ 2Wmt} 


From this expression it is apparent that at the match 


conditions there is no signal component at the fundamental 


2 
ty 


There is a signal at double the modu- 


modulation frequency. The average value of K is very small, 


A (ab) 
pproximately “3° 


lation frequency which also has an amplitude of approximately 


Qu 
(ab), It should be noted that the average value of Ky, 1s ine 
u 


8 
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dependent of the variable parameters of the system; Oo, Be, 
and Khe 

From equation 4-50 the maximum value of ab, based on the 
maximum permissible peak value of Ke, can be determined. It 
is assumed that the peak value of Ke is to be that value 


eorresponding to a VSWR of 1.05. 


Then 
1.0oS ~ { OS. 
Ke = —_—_——_ = eee. Ono? S 4-251 
M f. 05 +3) 2.05 


(ab) (141) 


r a 
4+ a (1+1) 
If ab is small compared to one, 
z te 4253 
(Ab) = 4 (0.025) 
or 
AD O10, 4ad4 


This then is the maximum permissible value of susceptance 
modulation amplitude corresponding to a maximum permissible 
VSWR of 1.05 at match. Note that this is the same as the 
value determined in section 7 of Chapter III. 

The next step in the analysis is to examine the effect 
of the susceptance modulation at conditions other than matched. 
First consider the non-time varying term of <a From equa- 


tion 3-40 








c AKO +No 
o A+N, 


c 
AKT 4k Resin 26 + (ink —2K cost6)(G + AP? 


ee ee of 4-58 
4 ~ 4K Besin 1G + (14 Ki- 2K c052e){ EF + (ab) 


This term has its minimum value at match, as determined by 
equation 4-50; and its maximum value is very nearly Ki» 
occuring when the average value of stub susceptance is zero. 
Examining equation 4-56 the following facts become evident: 

(a) The menitude increases as Ky increases, 

(b) The mapnitude decreases as b, increases up to the 
match value of stub susceptance; beyond this value, 
the magnitude again increases; provided 26is not 
equal to zero degrees or 180 degrees, 

(c) There is a value of 2© at which the expression be- 
comes zero (disregarding the component due to (abs) 
if bl has the match value. This value is not ap- 
parent from an inspection of the equation; it is 
of course the value of 20 given by equation 4-19. 

In equation 4-56, the time varying components of the denom- 
inator of equation 4-40 have been disregarded because they 

do not affect the non-time varying component of the square of 
the reflection coefficient. 


Now examine the time varying component of equation 4-40 


which is at the fundamental modulation frequency: 





/ 
' 44+No +N, coswmt D; 





The numerator and denominator of this expression are: 


re 
( 


abl26; (14 KE -2K,cos26)~ 4K, sin 26] 4-58 


% 
DY = 4- 4K Resin 2o + (ekt-2k costoezt+ (2b) 


i 


+ab/2 b. (Itt -2K cos 20)— 4K, sin 28] cos Gant 4=_59 


Dividing these expressions by the quantity 2(\+ K-2K,cos20) 


they become 


2K, sinrze 


a So ——— 
N, i abl 6, 1+ Ke - 2K, cos26 4-60 


a 2 - 2K. sinrs 
! 4K 5-2, cost@ = I+ KE - 2K 20520 


by 
IP et, fab) ZK sinre | 4-61 
ue Zz |B , Z |+ab B l+K°-2K,cos2e ear . 


And substituting from equation 4-15, the numerator and de- 


nominator of 4-57 become, 


N = ab| &; « bs | Lea62 


i] 2 z 
eee by Lt _ lb; \ 
D, 1+ KC-2¥,cos2O b, byt a Wy +a b+ boJSOsWmt 4-63 
So that the fundamental frequency time varying component of 


the square of the reflection coefficient becomes, 


2 Ab| b+ by | SoC Wat 
tt 
Me Bs ee = = b 
i Pe eeosaS = by + Ag,* 468) \+ ab] B+ b,| cosWmt 
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This expression is zero whenever the term (bs +) ts ZOr0 ; 
that is, whenever the stub susceptance is equal to the mage 
nitude of the line susceptance so that the total input sus- 
ceptance is zero. The expression is nerative when the stub 
susceptance is greater than the mernitude of the line sus- 
ceptance, and is positive when the stub susceptance is less 
than the macnitude of the line susceptance; thus, a change 
of sign takes place whenever the expression passes through 
zero, and this constitutes a phase reversal that provides 
the directional sense. AS was noted in Chapter III, the 
fundamental frequency time varying component is zero when- 
ever the total input susceptance is zero, regardless of the 
position of the stub. The magnitude of this term is very 
nearly directly proportional to the amplitude of susceptance 
modulation, and also very nearly directly vroportional to 
the value of the total input susceptance of the systen, 
so that the amplitude of the signal decreases as the stub 
susceptance approaches the magnitude of the line susceptance, 
The second harmonic time varying component of the square 


of the total reflection coefficient is given by 





Ke _ Ny cos2wWmt 4=65 
i a + N. + N, cosWmt +N, c0s 2Wyat 
where 
u 
N! = eo (1+ KP - 2K, 00528) | 4-66 


fii 





It is apparent that the amplitude of this term is always 
small, and is small compared to the amplitude of the funda- 
mental component except when the total input susceptance is 
at, or very nearly at, zero. The second harmonic component 
is present at the match condition as was shovm previously, and 
is the only time varying component present whenever the total 
input susceptance becomes zero. 
5. Analysis of the position modulation. 

The analysis of the effect of position modulation on the 
Signal will proceed in the same manner as the sSusceptance 
modulation. Rewriting equations 4-29 and 4-30 


a AK + be (14kKi-2k cosle)- 4K, sin2e 
= 





4=29 
ya as be (i+ Kt —~2K.c0s2e) ~ 4K, sinrts 


Or» & +a sinw,t. 4-30 


Rearranging the numerator of equation 3-29 to a form more 


Suitable for the substitution of equation 3-30 


N = 4k +h (14Ki-2K,c0s 28) — 4K, b,sin2e 4=66 
= 4KE + bo + Ke bg - 2K Lbs (b.cos2@ +2 sin 20) 4-67 
- 4K 4 log (14 KP) = 21K, bo 0828 — 4K ib, sin 24 4-68 
= A+ Bceos2e@ + Csin26. 4-69 


And substituting from equation 3-30 
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N= A+ Beos2ls 409 SinWmt) 


+ C sin2(6 +a8sin Wnt) 4-70 
= A+ Blcos2S cos(taS sinWmt) - sin 28 sin (28 sinuhnt)] 
+C [sine CoS(2 a8 sinWmt)+ 60428 cos(2asin wet) 4ae71 


=A +| Bos le + sin28| £06(2o9 sin Wnt) 


~|Bsin 26 ~Ccos26| sin (208 sin Wat) , 4-72 
Approximating: 

CO$(2a8 sinWyt) = 1- 2 (a8) Simtecy Co sae 

sin (2a8 sinwmt) = 208 sin nat 2 Aa7al 


These apvroximations are well founded if a®® is small; that 
ao® must be small is apparent from the explanation of Chapter 
III, and will be shown analytically below. Substituting from 
equations 4-73 and 4=74 


N= A+ [8 cos26 + C sin 26 | [1 - 2 (a8)" sintumt| 


—|Bsin 26 —Ccos 26 | 269 sinWmt An75 
=A+ cos 28 +C sin2S 
oS = —_) \- Z 
— 2(a9)"[Bcos2B +Cain 25 | plea 
—2ad | 8 sin 2Q - Ccos 28 | Slew Ure 4=76 


79 


N= A+ [i-wer|(B<cs 26 + Csin 26) 
-208(Bsin 26 —Ccos26) sin Wm t 


+ (48) (Bcos 2S + Cin 28 )cos Zumt 


/ / ’ 
= No tN, siNWnyt + N, cos yea; 


where 


Ne = At[i-Cor](B cos 2 + C sin 2%) 


4-77 


4-78 


4-79 


AK + b. (14 K2)+[1-(ae)"|-2k. bcos 2B - 4K.b, sinz6) 4-80 


= 4K 4 (4 KE-2K,costB)- 4k bs sin26 
+2Kib, (w8)" (be cos 20 + SiN 23) : 
N, = -100(-2K bz sin 15 + 4b. c0s2B) 
= 4 aK. b, (b.sin2z6 — Lcos 28) : 
N, = (as) (-2K bcos 7 -4K ibs sin 28) 


= —2(ae) Ki bs (b. cos 26 4+ ZsiN 23) 
Similarly, 


{ = = 
D=4+ lag (14 ee —2%K,cosrzS )- 4KL_b., sin2e 


+ UK, be (a) (bog cos 2B 4 2sin2B) , 
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4-81 


4-82 


4-835 


4-84 


4-85 


4-86 


4-87 


4-88 





So that 


ie? | 
2 NN. +N, <tNWmt +N, cos 2mt 


a a 


Dy + N, sin Wat + Ny cos Zone . 


This is the complete expression Showing the effect of the 
position modulation. First examine equation 4-89 at match. 
To do this, substitute equations 4-19 and 4-20 in equations 


4-81, 4-83, 4-85 and 4-86, obtaining for No 











av. Ki\~4kK Zu ay 
N, = 4K. + = rade te . re 
aa wie oN ae 1—K | 4-90 
K * 
— oll 4 (ney (—s it ; 4-91 
1, 


? 
and for Ni 


‘ Ki. Ke 4-92 
N, = 400k EES - f1-K," —2K, a O ) 
I-Ke W-Ke 


| 
and for No 

















=e t 4-93 
NL = 8KE (ao) (FE +2] 
l+ Ky 
and for Ds 
! z 2 u i= 
>: =4-4K, + ¥K, (as) [Se ne 2] ; ASOe 
uw 
Then at the match conditions 
u TK (a8) (5 Pigs u = +2\i+cos2wat) 
QoS 4-95 





4=4¥. + ¥K, (Ae) [— Ko + 2}(1 4 cos Qunct) 
\ 


(as) 





M 2 5K> (w8)" Ke +21 Kr $ COS 2Wmnt) 
th = COO 


=96 
4- (\-% >} — 4u"(1-v ed} Si (a@)*|Ko4201-K las COs ZWyit) 


Ke (asy Ur C05 2Wrat) 
ier + eGeeeeeti + costw.t) 


From the non-time varying component, the maximum permissible 
amplitude of position modulation may be determined. 


2 2Ke (ae) _ 


Wee I 
It is apparent from this expression that for a specified 
value of the square of the total reflection coefficient the 
maximum Dermissible amplitude of position modulation is in- 
versely dependent on the magnitude of the load reflection 
coefficient. Or, ina different manner of speaking, the 
non-time varying component is directly proportional to the 
square of the position modulation amplitude, and is very 
nearly directly proportional to the square of the load re- 
flection coefficient. Thus if a mximum permissible value 
of position modulation amplitude is to be specified, the 
magnitude of the load reflection coefficient must also be 
specified; a value of load VSWR of 4.0 is a reasonable 
maximum value to choose, Since it is probably sreater than 


would normally be encountered in a transmission system. This 
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corresponds to a value of 0.6 for the magnitude of the load 
reflection coefficient. Again specifying the maximum per- 
missible value of total reflection coefficient as 0.025 as 
was done in the case of the susceptance modulation, then 
Ths 
2.025 ) i aaa. 
1-0. 364+ 2* O13 (ad) 
and if AGis small, then 0.72(a @) is very small compared 


4-99 


with 0.64, so that an approximation may be made, and 


es Ca 





ae 4 
(9.05) = —————————_ ,, AON. 
O,..4 
zu . 0,44 2 
(as) = (0.025) 4-101 


me) = eroeeG = 0,6037b 2 = I-35°., 4-102 


While this value of position modulation amplitude will pro- 
vide a very small VSWR for large values of load VSWR, the 
fundamental frequency component will be shown to be pro- 
portional to the value of position modulation amplitude, and 
a larger valve of position modulation amplitude may be re- 
quired in practice in order to provide an adequate signal 
when the load VSWR is small. 

From equation 4-97 it is apparent that at match there 
is no component at the fundamental modulation frequency. The 
average value of the reflection coefficient is very small and 
is given approximately by 

; Wize (ad) 


eo Sea 4-103 
i = 
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There is a signal at double the fundamental modulation frequen- 
cy with approximately the same magnitude as the non-time vary- 
ing component. Unlike the match condition with respect to sus- 
ceptance modulation, ae is not independent of all the para- 
meters of the seater with respect to the position modulation, 
but depends on the magnitude of the load reflection coefficient 
as well as on the amplitude of position modulation. 

The next step in the analysis is to examine the effect of 
the position modulation at conditions other than matched. First 


consider the non-time varying term of a From equation 4-89 


U na No 
Keo “Do 4-104 


and from equations 4-80 and 4-86, 


2 4KE the Ce KL) ~ Za bos| | = (o0)*|(becos 26 -25in26) 
to 





4-105 
4 + by 4X2) UK, b, [ -(oe) }(b. Cost® -23mn 18} 

This term has its minimum value at match, as determined by 
equation 4-103; and its maximum value is Ky,» occuring when 
the stub susceptance is zero. The following effects are also 
evident: | 

(a) The magnitude increases as Ky, increases. 

(b) Depending on the value of 26, the magnitude may 
either decrease or increase as the Stub suscep- 
tance increases. 

(c) There is a value of 28 at which the expression 


becomes zero when the stub susceptance has the 


(Zs) 





match value. While it is:not apparent from an inspection 
of equation 4-105, this value of 26 is that given by 
equation 4-16. 
In equation 4-105 the time varying components of the denom- 
inator of equation 4-89 have been disregarded because they 
do not affect the non-time varying component of the square 
of the reflection coefficient. 
Now examine the fundamental modulation frdquency com- 


ponent of equation 4-89. This is given by 


f 
a N nw ae 
Kt, = een A266 
iD. tain siINnWat 


4a® K.bs (b.sin26-2¢0329) siINWmMt 





7 ° 4-107 
De + 408 Eb, (b.sin 26 ~1.c05 28) sinumt 
This term is zero whenever the term 
bosin ZO — 2cos5 LB a 


is zero; setting this term equal to zero and solving yields 


— re 
tan 79 = _ 4-109 
By substituting from equations 4-16 and 4-20, it is seen 


that 4-109 is satisfied at the match condition. 


Mie Ke 2 
al eR KE ; 


Furthermore, equation 4-109 can be used to determine the 


4-10 


loci of total input admittance which yield no positioning 
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Signal; in fact, equation 4-109 was used to compute the loct 
of Figure 12, page 45, of Chapter III. Equation 4-109 
determines the values of 26 which the stub seeks and will 
hold, in terms of the averare value of b., and as pointed 
out in Chapter II, the stub will not seek and hold the match 
position until the stub susceptance reaches the match value, 
It should be noted from equation 4-107 that the positioninr 
Ssisnal is directly proportional to the amplitude of position 
modulation and to the magnitude of the load reflection coef- 
ficient, and is proportional to the value of Des the stub 
susceptance. The proportionality simultaneously to Kj; and 
position modulation amplitude was previously mentioned in 
connection with the average magnitude of the reflection 
coefficient at match; and it is now seen that for small 
values of load VSWR a larger value of position amolitude 
modulation will be required than for large values of load 
VS'R. Thus if a relatively large value of position modula- 
tion amplitude is provided, large load VSWRsS will result in 
a relatively large average reflection coefficient at match; 
while if a relatively small value of position modulation 
amplitude is vrovided, insufficient signal may be available 
when the load VSY7R is low. This means that in a practical 
system, the amplitude of »osition modulation must be deter- 
mined by the values of load VS‘'IR expected. 

Now examine the component at double the modulation 


frequency given by 


80 





ike 205 2 UOmae 





% 
Ke, a oe 4-111 
Do +N, sin Wet +N, cos 2wwt 


Sa oF (a8) (bcos 284 25IN 28) cos2Wmt er 


- D a N, sin Wat - uKib< (08)"( be cos 1B 4 USM) cos Zwart 4 

This term, like the double frequency susceptance modulation 
term is very small, and is small compared to the fundamental 
frequency except when the stub is at or very near the stable 
no-signal position; that is, when 26 is at or very near the 
value determined by equation 4-109. Like the fundamental posi- 
tion modulation term it is proportional to the magnitude of the 
load reflection coefficient and nearly proportional to the 
stub susceptance, Equation 4-112 indicates that there is a 
position at which the double frequency term becomes zero; this 
is the result of the approximation and is not necessarily true. 

As a final note it should be mentioned that the approxi- 
mations made in the solution of position modulation led to 
the discarding of higher order harmonic components which are 
actually present but have extremely small amplitude. 
6. Cross-talk between the two signals. 

(a) Cross-talk in the susceptance signal from posi- 
tion modulation. This type of cross-talk may be investigated 
by examining the expression for the fundamental frequency 
time varying component of the square of the reflection coef- 


ficient due to susceptance modulation, equation 4-64: 
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i“ ab (be + bg) coswmt 
i 2 ~ | 

eee Sate ler, (ab) é 4-64 

1 +1¢°-2K, cos 2 5 Oe by + cig +ab( + by)cosulat . 

The principle source of cross-talk in this expression is con- 

tained in the numerator in the value of the line susceptance, 

Since the value of the line susceptance is modulated by the 

position modulation. The line susceptance is given by equa- 


tion 4-17 


—~2KuUsin 29 


4K —2L cos 29 





by = 4-17 
t 
Substituting equation 4-30 into equation 4-17, the line sus- 
ceptance becomes 
—-2K. sin 2(6 + a8 sinWmt) 


by = 4-113 
Ls <n 
I+ Ko - 2K, cos 2(S + a9 810 Wait ) 





And thus the numerator of equation 4-64 becomes 


ra nN Wat 
N= ob: Z zh G28 att) lint — 
Ltr - 2K, cos 20S ¢ OO SINWet | 


It is apparent from this expression that the position mod- 
ulation cannot introduce any cross-talk into the susceptance 
Signal other than second order effects. These effects will 


be neglisably small except when the stub susceptance is equal 


to the magnitude of the line suscedtance; even then the cross- 
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talk will be 90 degrees out of phase with the susceptance si¢- 
Tied. 

(b) Cross-talk in the position signal from susceptance 
modulation. This type of cross-talk may be investigated by 
examining the expression for the fundamental frequency time 
varying component of the square of the reflection coefficient 
due to position modulation, equation 4-107: 

zz 4a Ke h. < b.sinz& - 20s 28) s intent 


a 4-107 
Dot 409 Ke be (b.sin US — Leos 2G) sin Wnt 





The principle source of cross-talk in this expression is con- 
tained in the numerator in the instantaneous value of stub 


Susceptance, Db The instantaneous value of stub susceptance 


s° 


is given by equation 3-2: 


bo = bp tabcoswWmt 3-2 


Substituting this expression into the numerator of equation 
4-107 yields 

N= 448 Ki (be rabsoswnt} i+ ab Loswmt)sin%S ~ 2eos YB} SIN Wyyl 

4-115 

And again it is apparent that the cross-talk will have only 
second order eifects. 

Since the proposed system includes filters to reject 
harmonic components of the signals it is unnecessary to ex- 
amine the cross-talk contained in the harmonics. 


“. Conclusion. 


83 





ive Machemacical analysis of this chapter has led to 
expressions for the two positioning signals which verify 
the results of the intuitive investiration of Chanter II and 
the qualitative analysis of Chapter III. Only the relative 
magnitudes of the signals have been discussed, since the 
absolute magnitudes will depend on the power level at which 
the transmission system is operating. ‘hus, each different 
power level will require different amplitudes of modulation. 
to develop signals of sufficient amplitude to drive the servo 
amplifiers. It is apparent that practically speaking, the 
most satisfactory method of determining the amplitudes of 
modulation in any given system will be an experimental method. 
Ultimately , the minimum amplitudes of modulation will be de- 
termined, in a given system operating at a given power level, 
Douce Noise lever and gain of the amplifier. Thus in any 
case, the amvlifier should have the lowest possible noise 
level and a gain sufficient to drive the servo motors with 
input signals of the same order of mavnitude as the noise of 


the first stage. 
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CHAPTER V 
THE SUSCEPTANCE PROBE TUNER 


1. Introduction. 

The Susceptance Probe Tuner is an automatic impedance 
matching device designed to operate in a waveguide trans- 
mission system in the frequency band 8200 to 9600 megacycles 
per second. This tuner was proposed by Walters [x4], and 
initial investigations were made by Red ‘alae The single 
movable shunt susceptance is in the form of a capacitive 
probe which is inserted into the waveguide at the center 
of eae broad face. In order to adjust the menitude of the 
susceptance, the depth of penetration iS variable and con- 
trolled by a servo loop. The position of the probe is var- 
ijable through a distance of one half wavelength along the 
waveguide and is controlled by a servo loop. Susceptance 
modulation is achieved by means of a small auxiliary probe, 
placed at the same position as the susceptance probe, in 
the opposite face of the waveguide. Position modulation 
is achieved by varying the electrical separation of the 
load and the susceptance probe by means of a small dielect- 
ric card phase shifter. The reflected wave is detected by 
means of a directional coupler and crystal detector. tach 
servo loop consists of a preamplifier, filter networks, 
phase sensitive rectifiers, power amplifier, drive motor, 


and drive mechanism. The modulation drive system consists 
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of a drive motor and mechanism, both modulations being driven 
by the same motor. The modulation drive motor also drives 

a two phase spin generator‘at the modulation frequency to 
Supply the reference phases for the phase sensitive recti- 
fiers. Figure 15 is a block diagram of the Susceptance Probe 
Tuner, and Figure 16 is a photograph of the system. The 
directional coupler, crystal mount, and system termination 
are not shown in the photograph. 

2. Characteristics of the susceptance probe, 

Ideally, the capacitive susceptance probe utilized in 
this system is capable of presenting all values of positive 
susceptance from zero at zero insertion into the waveguide 
to infinity at an insertion of one quarter wavelength, and 
presents zero conductance at all depths of Denetration. [In 
the case of the screw type susceptance probe frequently used 
to reduce the VSIVR in a waveguide transmission system, this 
ideal performance can be very nearly attained by uSing a 
material with low surface resistivity and using the threads 
on the screw to insure a good electrical path between the 
screw and the waveguide. In the Susceptance Probe ‘Tuner, 
the reouirement that the pnrobe be capable of moving along the 
waveguide complicates the provision of a low impedance path 
between the probe and the waveguide; it is necessary to use 
a system of choke joint and quarter wavelength coaxial line 
to provide this low impedance path. This system of course 


imposes a bandwidth limitation on the Tuner, but if the choke 
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Sigure 16 


The Susceptance rrobe Tuner Mechanism and Servo .mplifier 





joint is properly designed for wide bandwidth the limitation 
need not be severe. The characteristics of the probe and 
mount used in the Susceptance Probe Tuner are shown in Fig¢- 
ure 17, and it is to be noted that the probe exhibits only 

@a very small conductance component even at depths of pene- 
tration approaching a quarter wavelength. This low conduc- 
tance component is indicative of low loss, one of the desir- 
able characteristics outlined in Chapter I. 

Figure 18 is a drawing of the probe mount incorporating 
the choke joint and quarter wavelength coaxial line. The coe 
axial line formed by the probe and choke joint body has a 
very low characteristic impedance due to the large radius 
ratio. Since the coaxial line is approximately open circuit- 
ed at its outer end and is approximately ome quarter wavelength 
long in the operating frequency band, the impedance seen at 
the inner end is very low. The choke joint then provides a 
low impedance path from the ner end of the coaxial line 
to the waveguide surface; thus resulting in a low impedance 
path from probe to waveruide. The effectiveness of this 
mount is well illustrated by the nearly ideal performance of 
the probe shown in Figure 17. The klystron ieeders deter- 
mine these characteristics had a lower frequency limit of 
8200 megacycles per second, and overation of the probe was 
satisfactory at this lower limit. The probe had an upper 
frequency limit of 9400 mepacycles per second. Time did not 


permit attempting to extend the upper frequency limit of 
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satisfectory operation, although it is felt that this would 
be quite easily done. The present upper frequency limit is 
undoubtedly due to the frequency sensitive nature of the 
probe mount. 

oe Susceptance modulation. 

The susceptance modulation probe is a small auxillary 
probe penetrating a short distance into the waveguide direct 
ly opposite the susceptance probe. In this position, the sus- 
Ceptance of the modulation probe is effectively in parallel 
with the susceptance of the susceptance orobe in the manner 
proposed in Chapter III, section 2, page 32. The modulation 
probe is supported by the same carriare as the susceptance 
so that they move lomgitudinally along the waveguide together. 
The depth of Denetration of the modulation probe is varied 
Over a small amplitude about the mean penetration by the mod- 
ulation drive motor and mechanism. In terms of equation 3-2 
then, 

De = De + AbCOSW,t, Sa2 
b, is the instantaneous sum of the susceptance of the suscep- 
tance probe and the susceptance of the modulation probe; bs 
is the sum of the susceptance of the susceptance probe and 
the average value of susceptance of the modulation probe; and 
Ab is the amplitude of variation of modulation probe suscep- 
tance. If the susceptance probe has zero penetration into the 
“wavecuide, the averace value of modulation probe susceptance 


provides the small susceptance value required at all times 








for proper position sisnal reneration. (See Chapter III, 
section 4, page 37). In testing the system it was found that 
satisfactory susceptance signals were develoved with the aver- 
age value of modulation probe susceptance set at 0.05 and the 
amplitude of susceptance modulation set at 0.03. This aver- 
age value of susceptance also provided satisfactory position 
Signals with susceptance probe susceptance at zero. It is 

to be noted that the susceptance modulation amplitude is less 
than the maximum permissible values of section 7, Chapter III, 
page 55, and section 4, Chapter IV, page 68. 

4. Position modulation. 

To provide position modulation, a dielectric card phase 
shifter is employed. A thin card of low loss dielectric 
material (Melamine or Mycalex) penetrates a short distance 
into the waveguide through the same slot as is used to per- 
mit the entry of the susceptance modulation probe. The Pene- 
tration of the dielectric card is varied with a small ampli- 
tude about the averarce penetration, thus modulating the elec- 
trical separation of the load and susceptance probe by mod- 
ulating the physical length of one wavelength in the wave- 
guide by the expedient of varying the average dielectric con- 
stant of the propagating medium. The motion of the dielectric 
card is mechanically 90 degrees out of phase with the motion 
of the susceptance modulation probe, thus providing the means 
of separating the two modulation components through the use 


of phase sensitive rectifiers in the servo loops. The config- 
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uration and characteristics of the dielectric card are shovm 
in Figure 19. In testing the system it was found that the 
range of phase shift in which the VSWR of the dielectric card 
is less than 1.03 is considerably more than is required to 
develop an adequate DoSitioning Signal, even with values of 
load VSWR in the inane of 1.10. As finally adjusted, the 
average penetration into the wavesuide is about 0.065 inches, 
and the amplitude of mechanical motion is about 0.035 inches, 
providing an amplitude of position modulation of about 1.5 
electrical degrees, It is to be noted that this value is ap- 
proximately the same as the maximum pvermissible value for a 
load VSWR of 4.0, as determined in section 5, Chapter IV,. 
page 77. 
2» The modulation drive system. 

Figure 20 is a drawing of the modulation drive system. 
A single Kearfott Mark.14, Mod. 0, servo motor is used to 
drive the modulating mechanism and a Kearfott two phase spin 
generator. ‘The drive mechanisms for the two modulating de- 
vices, the susceptance modulation probe and the dielectric 
card, are identical except in the amplitude of mechanical 
motion which they provide, and consist of an eccentric driving 
a lever arm which in turn drives a pinion gear throush a small 
arc. The pinion sear drives a rack mounted on the modulation 
device support. Phasing is accomplished by separating the 
two eccentrics 90 derrees mechanically. The mechanical motion 


siven to the modulation devices by this arrangement is not 
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precisely sinusoidal but is completely satisfactory, and the 
arrangement has the advantase of easy amplitude adjustment 
by changing the length of the lever arm. This mechanical 
arrangement yielded a modulation frequency in the range 15 
to 50 cycles per second, the particular value being determined 
by the voltage supplied to the control phase of the servo 
motor. In testing the system the modulation frequency was 
finally set to 20 cycles per second, thisS value being a com- 
promise between smooth mechanical operation and good wave- 
form from the spin generator. 

6. The servo amplifier. 

The principle special requirement on the amplifier is 
high sensitivity; this in turn requires a low noise level. 
Since it is necessary to amplify only the modulation frequency, 
the bandwidth of the amplifier was restricted by the use of 
a low pass filter and a parallel Tee filter. <A 400 cycles 
per second power supply was used in order to eliminate the 
hum problem, which might have been quite difficult to solve 
had a 60 cycles per second power supply been used simul- 
taneously with a 50 cycles per second modulation frequency. 
The overall gain of the voltare amplification stages is 84 db, 
meuso Or minus 1] db in the range 15 to 50 cycles per second, 
The noise level is approximately 48 db below a one millivolt 
input. Figure 21 is a block diagram of the amplifier, Figures 
22a, 22d, and e22c are the schematic wiring diasram of the 


amplifier, and Figure 23 is the gain of the amplifier as a 
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Servo Amplifier Schematic - Power Supply and Cable 
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function of frequency. The amplifier is pictured in Figure 
6. 


7 The positioning drive system. 

The positioning drive system consists of a Mark 14, !’od 
O Kearfott servo motor and reduction rear train which drives 
the carriage along the waveruide by means of a rack and pinion 
drive on each side of the carriace. ‘The positioning drive 
motor and gear box are pictured in Figure 16, 

8. The susceptance drive system. 

The susceptance drive system consists of a Wark 14, Mod 
QO Kearfott servo motor and single reduction gear which rotates 
the susceptance probe shaft. This shaft is threaded at its 
upper end, and change of penetration is accomplished by means 
of a threaded collar in which the upper end of the shaft rides. 
The susceptance drive system is pictured in Figure 16. 
ese Ferformance, 

The Susceptance Probe Tuner automatically reduces values 
of load VSWR of 4.0 or less to less than 1.10 over the fre- 
quency band 8200 to 9400 megacycles per second. A matched 
load presented to the tuner results in the production of a 
VSWR of about 1.10, due to the mean value of susceptance of 
the susceptance modulation »orobe. The tuner has not been 
tested at frequencies lower than the above band. The upper 
limit of the frequency band of operation is due to frequency 
sensitivity in the susceptance probe mount. 


The Susceptance Probe Tuner has not been completely 
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tested at this writing. Response times nave not been deter- 
mined, and so it is not known whether the tuner is capable 

of following cyclic variations of load such as are introduced 
by slowly rotating antennae of search radar. Some information 
relative to the effects of chanres in the power level of the 
incident wave is also needed. 

The Susceptance lbrobe Tuner has been operated using a 
pulsed klystron as power source. The duty cycle was not 
typicel of radar applications, but pulse repetition rates 
from 400 to 1000 cycles per second resulted in normal operation 
of the tuner. 

10. Conclusion. 

In its present state, the Susceptance Probe Tuner shows 
a great deal of promise for use in the laboratory as an auto- 
matic matching transformer, and possibly for extension to use 
as an automatic admittance plotter; and in higher power appli- 
cations as an automatic matching transformer. The present form 
of the tuner limits its power range due to the voltage break- 
down characteristics of a metal probe inserted into the wave- 
puide parallel to the E fields. However, a different form 
of susceptance device, possibly an E-plane or H=-plane shunt 
arm with short circuit termination could eliminate this dif- 
ficulty. 

The operation of the Susceptance Probe Tuner is con- 
sidered to be experimental verification of the analyses of 


this paper. 
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